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Pellet Sulu Sistem
Hydro Stove

Ozellikler / Features

»Otomatik atesleme

Automatic ignition

»Geri yanma korumali tasarima

Back burn protection design

»0tomatik boru temizleme

Automatic flue pipe cleaning

»Otomatik kil gikartma

Automatic ash cleaning

»Blyik yakit haznesi kullanim kolayligi saglar.
Big fuel stoker

»Glinlik haftalik programlanabilir ana karta sahiptir.
Daily and weekly timer

»Uzaktan erisime imkan saglayan karta sahiptir.
Remote control-optional

»Pro plus 60 HARIC pompa dahildir.

Excluding Pro plus 60 pump included

MiRINA 25 | MIRINA 40 | MIRINA 60 | BIRIM
Kapasite Aralig| / Capacity Range 5--25 8--40 12--60 Kw
En / Width 1155 1285 1370 mm
Boy / Lenght 735 970 970 mm
Yiikseklik / Height 1560 1635 1635 mm
Sicak Su Cikis Yiiksekligi / Hot Water Outlet Height 680 690 700 mm
Soguk Su Girisi Yiiksekligi / Cold Water Inlet Height 1540 1920 1920 mm
Baca Gap! / Flue Diameter 80 127 200 mm
Gidis - Donils / Flow - Return 1" 1" 11/2" inch
imbisat Cikis / Expansion outlet 1/2" 1/2" 1" inch
Doldur - Bogalt / Fill - Discharge 1/2" 1/2" 1" inch
Agirlik / Weight 268 367 420 KG
Su Kapasitesi / Water Capacity 52 75 112 LT
Hazne Kapasitesi / Hopper Capacity 155 185 210 KG
Maks. Caligma Basinci / Max. Operating Pressure 3 3 3 bar
Test Basinci / Test Pressure 4,3 43 43 bar
Sicaklik Kontrol Araligi / Temperature Control Range 45-85 45-85 45-85 c
Maks. Calisma Sicakligi / Max. Operating Temperature 90 90 90 c
Rediiktor Giicii / Reducer Power 50 50 50 w
Fan Giicii / Fan Power 50 70 120 w
Galisma ve Gerilim Frekans! / Operating Voltage Frequency 230/50 230/50 230/50 | V/HZ
Calisma Akimi / Working Current 16 16 16 A
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Sulu Sistem Pellet
Hydro Stove

Ozellikler / Features

eManuel temizlenen krom yanma potasi
Manual cleaning stainless steel burner
eGeriye yanma koruma

Back burn protection system

eBacadan emis ile yanma

Combustion with suction fan

eManuel tirbulator temizleme sistemi
Manuel heat exchanger cleaning system
eModulasyonlu yanma

Modulated combustion

eDijital Dokunmatik kontrol paneli
Digital controller

eOtomatik atesleme

Automatic ignition

eHaftalik programlama

Weekly timer

eUzun 6murlu gévde ve Esnetik tasarim
Long lasting body and aesthetic design
e0Oda termostati ile sicaklik kontrolt

Temperature control with room thermostat

eGliclu izolasyon

Strong insulation

e Genis yakit haznesi

Enlarged fuel tank

e Dis ortama konulabilir

Suitable For Outdoor Installation

Ecodesing

NiSsA 17 NiSSA25 | NiSSA34 |siRim/uniT
Kapasite Araligi / Capacity Range 5-17 5-25 6-34 kw
En / Width 575 575 575 mm
Boy / Lenght 780 780 780 mm
Yiikseklik / Height 1205 1265 1325 mm
Sicak Su Gikis Yiksekligi / Hot Water Outlet Height 745 745 745 mm
Soguk Su Girisi Yiksekligi / Cold Water Inlet Height 245 245 245 mm
Baca Gap! / Flue Diameter 80 80 80 mm
Gidis - Doniis / Flow - Return 1" 1" 1 inch
imbisat Cikis / Expansion outlet 1/2" 1/2" 1/2" inch
Doldur - Bosalt / Fill - Discharge 1/2" 1/2" 1/2" inch
Agirlik / Weight 192 252 252 kg
Su Kapasitesi / Water Capacity 34 39 43 It
Hazne Kapasitesi / Hopper Capacity 58 67 76 It
Maks. Galisma Basinci / Max. Operating Pressure 3 3 3 bar
Test Basinci / Test Pressure 4,3 4,3 4,3 bar
Sicaklik Kontrol Araligi / Temperature Control Range 35-80 35-80 35-80 c
Maks. Galisma Sicakligi / Max. Operating Temperature 90 90 90 c
Rediiktor Gt / Reducer Power 50 W 50 W 50 W wW
Fan Giicii / Fan Power 50 W 50 W 50 W w
Galisma ve Gerilim Frekansi / Operating Voltage Frequency 230/50 230/50 230/50 |[V/HZz
Galisma Akimi / Working Current 6 6 6 A
Yakit Tilketimi / Fuel Consumption 1,1/3,3 1,1/5,6 1,3/6,8 | Kg/H
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Sulu Sistem Pellet
Hydro Stove

Ozellikler / Features

eManuel temizleme

Manual cleaning

oE|l mekanizmasi

Hand mechanism

eKrom pota

Stainless steel burner

eSOmine goérinuimi

Fireplace view

eGeriye yanma koruma

Back fire protection system

eBacadan emis fani ile yanma
Combustion with suction fan

eManuel turbulatér temizleme sistemi
Manuel heat exchanger cleaning system
eModulasyonlu yanma

Modulated combustion

eDijital Dokunmatik kontrol paneli
Digital controller

eOtomatik atesleme

Automatic ignition

eHaftalik programlama

Weekly timer

eUzun dmurli govde ve Esnetik tasarim
Long lasting body and aesthetic design
e0Oda termostati ile sicaklik kontroli
Temperature control with room thermostat
oGulglu izolasyon

Strong insulation

eBuyuk yakit haznesi

Big fuel tank

ANATOLE 17 | ANATOLE 25 [ ANATOLE 34 |BiRiM/UNIT
Kapasite Aralig| / Capacity Range 5-17 5-25 6-34 kw
En / Width 580 580 580 mm
Boy / Lenght 775 775 775 mm
Yiikseklik / Height 1205 1265 1325 mm
Sicak Su Cikis Yuksekligi / Hot Water Outlet Height 725 725 725 mm
Soguk Su Girigi Yiiksekligi / Cold Water Inlet Height 245 245 245 mm
Baca Gapi / Flue Diameter 80 80 80 mm
Gidig - Dons / Flow - Return 1" 1" 1 inch
imbisat Cikis / Expansion outlet 1/2" 1/2" 1/2" inch
Doldur - Bosalt / Fill - Discharge 1/2" 1/2" 1/2" inch
Agirlik / Weight 172 205 232 kg
Su Kapasitesi / Water Capacity 34 39 43 It
Hazne Kapasitesi / Hopper Capacity 58 67 76 It
Maks. Galigma Basinci / Max. Operating Pressure 3 3 3 bar
Test Basinci / Test Pressure 4,3 4,3 4,3 bar
Sicaklik Kontrol Araligi / Temperature Control Range 35-80 35-80 35-85 c
Maks. Galisma Sicakligi / Max. Operating Temperature 90 90 90 [o
Reduktér Gucli / Reducer Power 50 W 50 W 50 W w
Fan Giicii / Fan Power 50 W 50 W 50 W w
Caligma ve Gerilim Frekans|  Operating Voltage Frequency 230/50 230/50 230/50 |V/HZ
Galisma Akimi / Working Current 6 6 6 A
Yakit Tiiketimi / Fuel Consumption 1,1/3,3 1,1/5,6 1,3/6,8 |Kg/H
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Sulu Sistem Pellet Sicak Hava Uflemeli

Hydro Stove Air Stove

Ozellikler / Features

eOrtama sicak hava ufleme destegi

Hot air blowing support

eSOmine gorunumu

Fireplace view

eGeriye yanma koruma

Back fire protection system

eBacadan emis ile yanma

Combustion with suction fan

eManuel turbulator temizleme sistemi
Manuel heat exchanger cleaning system
eModiulasyonlu yanma

Modulated combustion

eDijital Dokunmatik kontrol paneli
Digital touch screen controller
eOtomatik atesleme

Automatic ignition

eHaftalik programlama

Weekly timer

eUzun dmurlu govde ve Esnetik tasarim
Long lasting body and aesthetic design
eOda termostati ile sicaklik kontrolt

Temperature control with room thermostat

eGUglu izalasyon
Strong insulation
eBlUyuk yakit haznesi
Big fuel tank

ARBOSL7 | Alpiotes | mNbibesa |BIRIM/UNIT
Kapasite Aralig / Capacity Range 5-17 5-25 6-34 kw
En/ Width 575 575 575 mm
Boy / Lenght 785 785 785 mm
Yikseklik / Height 1235 1295 1355 mm
Sicak Su Gikis Yiiksekligi / Hot Water Outlet Height 740 740 740 mm
Soguk Su Girigi Yiiksekligi / Cold Water Inlet Height 245 245 245 mm
Baca Gapi / Flue Diameter 80 80 80 mm
Gidig - Donis / Flow - Return 1" 1" 1" inch
imbisat Cikis / Expansion outlet 1/2" 1/2" 1/2" inch
Doldur - Bosalt / Fill - Discharge 1/2" 1/2" 1/2" inch
Agirlik / Weight 195 223 252 kg
Su Kapasitesi / Water Capacity 34 39 43 It
Hazne Kapasitesi / Hopper Capacity 58 67 76 It
Maks. Caligma Basinci / Max. Operating Pressure 3 3 3 bar
Test Basinci / Test Pressure 4,3 4,3 4,3 bar
Sicaklik Kontrol Araligi / Temperature Control Range 35-80 35-80 35-80 c
Maks. Calisma Sicaklig / Max. Operating Temperature 90 90 90 c
Rediiktér Giicti / Reducer Power 50 W 50 W 50 W A\
Fan Glict 1/ Fan Power 1 50 W 50 W 50 W w
Fan Giicii 2 / Fan Power 2 50 W 50 W 50 W wW
Calisma ve Gerilim Frekans! / Operating Voltage Frequency 230/50 230/50 230/50 |V/HZz
Galisma Akimi / Working Current 6 6 6 A
Yakit Tiketimi / Fuel Consumption 1,1/3,3 1,1/5,6 1,3/6,8 |Kg/H
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Sulu Sistem Pellet
Hydro Stove

Ozellikler / Features

eManuel temizlenen krom yanma potasi
Manual cleaning stainless steel burner
eGeriye yanma koruma

Back burn protection system

eBacadan emis ile yanma

Combustion with suction fan

eManuel turbulator temizleme sistemi
Manuel heat exchanger cleaning system
eModilasyonlu yanma

Modulated combustion

eDijital Dokunmatik kontrol paneli
Digital controller

eOtomatik atesleme

Automatic ignition

eHaftalik programlama

Weekly timer

eUzun 6mirli gévde ve Esnetik tasarim
Long lasting body and aesthetic design
o0Oda termostati ile sicaklik kontrolu

Temperature control with room thermostat

oGugll izolasyon

Strong insulation

e Genis yakit haznesi

Enlarged fuel tank

e Dis ortama konulabilir

Suitable For Outdoor Installation

NERO SMART

NERO SMART

NERO SMART

ECO-17 ECO-25 ECO-34 BIRI/UNIT
Kapasite Araligi / Capacity Range 5-17 5-25 5-34 kw
En / Width 565 565 565 mm
Boy / Lenght 670 670 670 mm
Yikseklik / Height 1065 1125 1185 mm
Sicak Su Cikis Viksekligi / Hot Water Outlet Height 770 830 890 mm
Soguk Su Girisi Yiiksekligi / Cold Water Inlet Height 215 215 215 mm
Baca Gap! / Flue Diameter 80 80 80 mm
Gidis - Dons / Flow - Return 1" 1" 1" inch
imbisat Ciki / Expansion outlet 1/2" 1/2" 1/2" inch
Doldur - Bosalt / Fill - Discharge 1/2" 1/2" 1/2" inch
Agirlik / Weight 153 164 212 kg
Su Kapasitesi / Water Capacity 33 37 41 It
Hazne Kapasitesi / Hopper Capacity 30 35 42 It
Maks. Calisma Basinci / Max. Operating Pressure 3 3 3 bar
Test Basinci / Test Pressure 4,3 4,3 4,3 bar
Sicaklik Kontrol Araligi / Temperature Control Range 45-75 45-75 35-75 c
Maks. Galisma Sicakligi / Max. Operating Temperature 90 90 90 (e
Rediiktor Guicti / Reducer Power 50 W 50 W 50 W \\Y
Fan Glicti / Fan Power 50 W 50 W 50 W w
Calisma ve Gerilim Frekans! / Operating Violtage Frequency 230/50 230/50 230/50 |V/HZ
Galisma Akimi / Working Current 6 6 6 A
Yakit Tiketimi / Fuel Consumption 1,1/3,3 1,1/5,6 1,3/6,6 |[Kg/H
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Sulu Sistem Pellet

Hydro Stove

Ozellikler / Features

eManuel temizlenen krom yanma potasi
Manual cleaning stainless steel burner
eGeriye yanma koruma

Back burn protection system

eBacadan emis ile yanma

Combustion with suction fan

eManuel turbulator temizleme sistemi
Manuel heat exchanger cleaning system
eModulasyonlu yanma

Modulated combustion

eDijital Dokunmatik kontrol paneli
Digital controller

eOtomatik atesleme

Automatic ignition

eHaftalik programlama

Weekly timer

eUzun 6mirli govde ve Esnetik tasarim
Long lasting body and aesthetic design
oOda termostati ile sicaklik kontroli
Temperature control with room thermostat
oGUcll izolasyon

Strong insulation

e Genis yakit haznesi

Enlarged fuel tank

e Dis ortama konulabilir

Suitable For Outdoor Installation
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NERO SMART

NERO SMART

NER°157'V'ART > ” BIRIM/UNIT
Kapasite Aralig| / Capacity Range 5-17 5-25 5-34 kw
En / Width 560 560 560 mm
Boy / Lenght 650 650 650 mm
Yiikseklik / Height 1065 1125 1185 mm
Sicak Su Cikis Yiiksekligi / Hot Water Outlet Height 770 830 890 mm
Soguk Su Girigi Yiiksekligi / Cold Water Inlet Height 215 215 215 mm
Baca Gapi / Flue Diameter 80 80 80 mm
Gidig - D6niis / Flow - Return 1" 1" 1" inch
imbisat Cikis / Expansion outlet 1/2" 1/2" 1/2" inch
Doldur - Bosalt / Fill - Discharge 1/2" 1/2" 1/2" inch
Agirlik / Weight 153 164 212 kg
Su Kapasitesi / Water Capacity 33 37 41 It
Hazne Kapasitesi / Hopper Capacity 30 35 42 It
Maks. Galigma Basinci / Max. Operating Pressure 3 3 3 bar
Test Basinci / Test Pressure 4,3 4,3 4,3 bar
Sicaklik Kontrol Araligi / Temperature Control Range 45-75 45-75 35-75 c
Maks. Galisma Sicakligi / Max. Operating Temperature 90 90 90 [
Rediiktor Glicti / Reducer Power 50 W 50 W 50 W \\
Fan Giicii / Fan Power 50 W 50 W 50 W W
Calisma ve Gerilim Frekans| / Operating Voltage Frequency 230/50 230/50 230/50 |V/HZz
Galisma Akimi / Working Current 6 6 6 A
Yakit Tiiketimi / Fuel Consumption 1,1/3,3 1,1/5,6 1,3/6,6 |Kg/H




Pellet Sicak Hava Uflemeli
Air Stove

Ozellikler / Features

»Sicak hava tflemelidir.

Air system

» Cift fanhdir.

Double fan

» Dijital kontrol paneli vardir.
Digital controller

» Otomatik ateslemelidir.
Automatic ignition

»Kazan pota temizligi manueldir.
Manuel pot cleaning

» Geri yanma koruma tasarimlidir.
Back burn protection design
»SOmine gorinimu ile dekoratiftir.
Decorative with fireplace view

ALP9 ALP 15 BIRIM
Kapasite Araligi / Capacity Range 3--9 3--15 Kw
En / Width 435 435 mm
Boy / Lenght 560 560 mm
Yiikseklik / Height 990 1100 mm
Baca Capi / Flue Diameter 80 80 mm
Agirlik / Weight 115 128 kg
Hazne Kapasitesi / Hopper Capacity 22 30 kg
Rediiktdr Giicii / Reducer Power 50 50 W
Fan Giicti / Fan Power 50-100 50-100 W
Galisma ve Gerilim Frekansi / Operating Violtage Frequency | 230/50 230/50 V/HZ
Galisma Akimi / Working Current 10 10 A
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Koémir Odun Sulu Sistem
Coal Wood Hydro Stove

Ozellikler / Features

»0dun, komiir ve briket yakitl.

Wood, coal and bricket fuel fired

» Dekoratif tasarim.

Decorative design

»Mekanik termostat ile ayarlanabilir hava kontroli.
Air control with mechanic thermostats

»Yakit yiikleme kolaylig.

Ease of fuel loading

»Isinabilir dst ylizey ve yemek 1sitma haznesi.
Heatable top surface and food heating room
»Dokiim 1zgara kalinligi fazladir ve kullanimi kolaydir.
Cast iron grill

»Bulundugu ortami isitabilme ozelligi.

Room heating

ALPER20 | ALPER25 | BiRiM
Kapasite Araligi / Capacity Range 20 25 Kw
En / Width 950 1250 mm
Boy / Lenght 550 550 mm
Yiikseklik / Height 960 960 mm
Baca Cap! / Flue Diameter 150 150 mm
Agirlik / Weight 178 215 kg
Su Kapasitesi / Water Capacity 34 42 It
Maks. Calisma Basinci / Max. Operating Pressure 3 3 bar
Test Basinci / Test Pressure 4,3 4,3 bar
Galisma ve Gerilim Frekans! / Operating Voltage Frequency |  230/50 230/50 V/HZ
Isi Verimi 81% 81% %
Radyatdr Miktar 7--10 8--11 M
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Odun Sulu Sistem

Wood  Hydro Stove MAN ECO 17| MAN ECO 25| BIRIM
Ozellikler / Features Kapasite Aralig| / Capacity Range 17 25 Kw
- . En/ Width 470 470 mm
»0dun, kdmiir ve briket yakitli. oy / Lenght 550 cco o
Wood, coal and bricker fuel fired Yiksekik / Height 1025 1150 mm
» Dekoratif tasarim. Baca Capi / Flue Diameter 130 150 mm
Decorative design Agirlik / Weight 126 160 kg
»Dokiim 1zgara kalinligi fazladir ve kullanimikolaydir. | SuKapasitesi / Water Capacity 28 54 It
Cast iron grill Maks. Calisma Basinci / Max, Operating Pressure 3 3 bar
»Mekanik termostat ile ayarlanabilir hava kontroli, | TestBasinci/ Test Pressure 43 43 bar
Air control with mechanic thermostats Calisma ve Gerilim Frekans! / Operating Voltage Frequency | 230/50 230/50 V/HZ
»Yakit yiikleme kolaylig.. st Verimi 2% 74% *

Ease of fuel loading
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Pellet  Sulu Sistem
Hydro Stove

Ozellikler / Features

» Pelet yakitl.

Pellet fueled

» Dekoratif tasarim.

Decorative design

»Sulu sistem.

Hydro system

»Otomatik yanma kontrolli.

Automatic burning control

»Geri yanma koruma tasarimli.

Back burn protection design

»Yakit yiikleme kolayligi.

Ease of fuel loading

»Isinabilir Ust yiizey ve yemek 1sitma haznesi.
Heatable top surface and food heating room

URAL 25 BiRIM

Kapasite Araligi / Capacity Range 25 Kw
En / Width 1125 mm
Boy / Lenght 550 mm
Yiikseklik / Height 960 mm
Baca Capi / Flue Diameter 80 mm
Gidis - Doniis / Flow - Return 1" inch
imbisat Cikis / Expansion outlet 1/2" inch
Doldur - Bosalt / Fill - Discharge 1/2" inch
Agirlik / Weight 228 KG
Su Kapasitesi / Water Capacity 52 LT
Hazne Kapasitesi / Hopper Capacity 32 KG
Maks. Calisma Basinci / Max. Operating Pressure 3 bar
Test Basinci / Test Pressure 4,3 bar
Sicaklik Kontrol Aralig1 / Temperature Control Range 45-85 t
Maks. Calisma Sicakligi / Max. Operating Temperature 90 ¢
Rediiktor Glcl / Reducer Power 50 w
Fan Giicti / Fan Power 50 w
Calisma ve Gerilim Frekansi / Operating Voltage Frequency 230/50 V/HZ
Calisma Akimi / Working Current 16 A
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Komir Odun Ortam Isitma
Coal Wood Space heating

Ozellikler / Features

» Estetik Tasarim
Aesthetic desing

» Kolay kullanim
Ease of use

»Uzun 6mirli
Long Lasting

» Temizleme kolayhgi
Ease of cleaning
»Montaj Kolayligi
Ease of installation
»Dokiim 1zgara
Cast grill

NERO-S12 | NERO-S17 | BIRIM
Kapasite Aralig| / Capacity Range 12 17 Kw
En / Width 550 550 mm
Boy / Lenght 375 475 mm
Yiikseklik / Height 870 870 mm
Yanma Odas! Eni / Burning Chamber Width 440 440 mm
Yanma Odas! Boyu / Burning Chamber Lenght 220 320 mm
Yanma Odasi Yiiksekligi / Burning Chamber Height 340 340 mm
Baca Capi / Flue Diameter 130 150 mm
Agirlik / Weight 58 70 kg




NERO K 15

813

‘ B O

Komir Odun Ortam Isitma

Coal Wood Space heating R
Ozellikler / Features NERO-K15 | BIRIM
% Estetik Tasarim Kapasite Araligi / Capacity Range 15 Kw
Aesthetic desing En / Width 665 mm
»Kolay kullanim Boy / Lenght 440 mm
Ease of use —— .
»>Uzun 6miirli Yukseklik / Height 1300 mm
Long Lasting Yanma Odasi Eni / Burning Chamber Width 540 mm
»Temizleme kolaylig Yanma Odasi Boyu / Burning Chamber Lenght 240 mm
Ease of cleaning R

Yanma Odas! Yiksekligi / Burning Chamber Height

»Montaj Kolayligi 8/ ; £ 340 mm
Ease of installation Baca Capi / Flue Diameter 150 mm
»DoOkum 1zgara Agirlik / Weight 92 kg

Cast grill



NERO ML

= o _ :3‘: ——
Sulu Sistem Komir Odun
Hydro Stove Coal Wood

Ozellikler / Features

o Cift yakith (Findik kémdirii ve odun)

Dual fuel (Nut coal and wood)

* Blylik stoker haznesi ile kullanim kolaylig
Ease of use with big hopper

* Yiksek verim

High efficiency

* Uzun 6miirli

Long lasting

« Estetik tasarim

Aesthetic design

¢ Temizleme kolayligi (3 kapakl)

Easy to clean (3 covers)

* Oda termostati baglanabilme 6zelligi
Room thermostat connectivity feature

* Boyler baglanabilme 6zelligi

Hot water storage tank connection availability
* Dokiim pota

Cast Iron Pot

|

NERO - ML25 | NERO - ML4O | NERO - ML60 | NERO - ML80 |BIRiM/UNIT
Kapasite Aralig / Capacity Range 25.000 | 40.000 60.000 |  80.000 |Kcal/h
En / Width 1285 1285 1370 1370 |mm
Boy / Lenght 970 970 970 970 |mm
Yikseklik / Height 1550 1635 1635 1720 |mm
Sicak Su Qs Yiksekigi / Hot Water Outlet Height 470 470 470 470  |mm
Soguk Su Girisi Yuksekligi  Cold Water Inlet Height 1480 1670 1670 1755 |mm
Baca Gap! / Flue Diameter 170 170 220 220 |mm
Gidis - Doniis / Flow - Return 1" 1" 11/2" 2" |inch
imbisat Cikis / Expansion outlet 1/2" 1/2" 1" 1" |inch
Doldur - Bosalt / Fill - Discharge 1/2" 1/2" 1" 1" linch
Agirlik / Weight 480 550 675 755  |kg
Su Kapasitesi / Water Capacity 95 120 155 178 |It
Hazne Kapasitesi / Hopper Capacity 230 255 275 315 It
Maks. Calisma Basinci / Max, Operating Pressure 3 3 3 3 bar
Test Basinci / Test Pressure 4,3 4,3 43 4,3 |bar
Sicakik Kontrol Aralig / Temperature Control Range |  45-85 | 45-85 45-85 45-85 |c
Maks. Galisma Sicakl / Ma. Operating Temperature 90 90 90 90 |c
Rediiktor Gicti / Reducer Power 220W | 220w 220 W 220W |w
Fan Giicii / Fan Power 105W | 105W 105 W 105W |w
(alima ve Geriim FrekansI  Operating Voltage Frequency |  230/50 | 230/50 230/50 230/50 |V/HZ
Galisma Akimi / Working Current 16 16 16 16 |A
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Sulu Sistem Kémiir Odun
Hydro Stove Coal Wood

Ozellikler / Features
«Estetik tasarim

Aesthetic design

<Dijital kontrol paneli ile kolay sicaklik kontrolii
Easy temperature control with digital control panel
*Kolay kullanim

Ease of Use

*Uzun 6mrli

Long lasting

Temizleme kolaylig

Ease of cleaning

*Boyler baglanabilme 6zelligi

Boiler connection feature

*Dokiim 1zgara

Cast grill

sikinci yanma ézelligi

Second burning feature

NERO-25 [NERO- 40 [NERO- 60 |NERO-80 |BIRiM/UNIT
Kapasite Araligi / Capacity Range 25.000 | 40.000 | 60.000 | 80.000 |Kcal/h
En/ Width 835 835 835 835 mm
Boy / Lenght 780 880 880 880 mm
Yikseklik / Height 1300 1300 1400 | 1500 |mm
Sicak Su Gikig Yiksekligi / Hot Water Outlet Height 735 735 735 735 mm
Soguk Su Girisi Yiiksekligi / Cold Water Inlet Height 1265 1265 1365 1465 mm
Baca Gapi / Flue Diameter 130 160 180 180 mm
Gidi - Donis / Flow - Return 1" 1" 11/2" 2" inch
imbisat Cikis / Expansion outlet 1" 1" 1" 1" inch
Doldur - Bosalt / Fill - Discharge 1/2" 1/2" 1" 1" inch
Agirlik / Weight 275 295 360 460 kg
Su Kapasitesi / Water Capacity 78 92 105 128 It
Maks. Galisma Basinci / Max. Operating Pressure 3 3 3 3 bar
Test Basinci / Test Pressure 4,3 4,3 4,3 4,3 bar
Sicaklik Kontrol Araligi / Temperature Control Range 45-85 45-85 45-85 45-85 c
Maks. Galisma Sicakligi / Max. Operating Temperature 90 90 90 90 [¢
Fan Giicii / Fan Power 105 W 105 W 105 W 105W |W
Calisma ve Gerilim Frekans! / Operating Voltage Frequency 230/50 | 230/50 | 230/50 | 230/50 |V/HZ
Galisma Akimi / Working Current 10 10 10 10 A
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Sulu Sistem Kémiir Odun
Hydro Stove Coal Wood
Ozellikler / Features

* Estetik tasarim
(Aesthetic design)
*Kolay kullanim
(Ease of use)

*Uzun 6mrli

(Long Lasting)
*Temizleme kolayhgi
(Ease of cleaning)
*Montaj kolayhgi
(Ease of installation)
*Dokiim 1zgara

(Cast grill)

Ecodesing

NERO EW25 NERO EW40 NERO EW60 NERO EW80 BIRIM /UNIT

Kapasite Aralia / Capacity Range 25.000 40,000 60.000 80.000 Kcal/h

29 52 70 93 Kw
En / Width 470 570 570 670 mm
Boy / Lenght 790 790 870 870 mm
Yikseklik / Height 1350 1350 1350 1450 mm
Yanma Odas! Eni / Burning Chamber Width 320 420 420 520 mm
Yanma Odasi Boyu / Burning Chamber Lenght 420 420 500 500 mm
Yanma Odasi Height / Burning Chamber Height 450 450 450 550 mm
Sicak Su Gikis Yiksekligi / Hot Water Outlet Height 735 735 735 735 mm
Soguk Su Girig Yiksekligi / Cold Water Inlet Height 1265 1265 1365 1465 mm
Baca Capi / Flue Diameter 130 160 180 180 mm
Gidis - Donig / Flow - Return 1" 1" 15" 2" inch
Imbisat Cikis / Expansion Tank Outlet 1" 1" 1" 1" inch
Doldur - Bosalt / Fill - Discharge 1/2" 1/2" 1" 1" inch
Agirlik / Weight 245 270 360 460 kg
Su Kapasitesi / Water Capacity 54 65 92 105 Lt
Maks. Galisma Basinci / Max. Operating Pressure 3 3 3 3 Bar
Test Basinci / Test Pressure 43 43 43 43 Bar
Sicaklik Kontrol Araligi / Temperature Control Range 45-85 45-85 45-85 45-85 °C
Maks. Calisma Sicakligi / Max. Operating Temperature 90 90 90 90 °C
Fan Giicii / Fan Power 105 105 105 105 W
Galisma ve Gerilim Frekansi / Operating Voltage Frequency 230/50 230/50 230/50 230/50 V/Hz
Maks. Calisma Akimi / Max. Working Current 10 10 10 10 A
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Bu katalogta yer alan bilgilerin timd en drn bilgilerini icermektedir. Nerotherm gerektiginde
bu belgede yer alan bilgileri haber vermeksizin degistirme hakkina sahiptir. Baski hatalarindan olusabilecek her tarlii

renk ve tipografik hatalardan Nerotherm sorumlu tutulamaz.
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